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4 WIRE 3 CIRCUIT LED TRI-CCT DIMMABLE
TRACK HEADS
● Input voltage: 220-240V
● Faceplate & housing: PC
● Diffuser: PMMA
● Heatsink: aluminium
● Tri-CCT: 2700K/ 4000K/ 6000K in one fitting
● LED chip: 1pc COB LED
● Rear switch
● Power factor: 0.9
● CRI: ≥90
● Tilt: 90° / Swivel: 355°
● Ambient temperature: -20 to 400C
● Suitable for dimming
● Suitable for 2-way switching

Part No. Description
Lumens

Watt CRI Box 
Weight

Box 
Dimensions

Carton
QTY2700K 4000K 6000K

TRKTRI01 TRACK 4 WIRE 3 Circuit LED HEAD BLK 1120lm 1260lm 1220lm 15W ≥90 0.5kg 19.5x17.5x8cm 1/16

TRKTRI02 TRACK 4 WIRE 3 Circuit LED HEAD WH 1250lm 1420lm 1370lm 15W ≥90 0.5kg 19.5x17.5x8cm 1/16

Brand Part No.

CLA VELA

CLIPSAL 32ELEDM, 32E450UDM

DIGINET MEDM

HPM LEGRAND EM400TRWE

*Please check with Licenced electrician for Min and Max 
 dimmer load
*May be compatible with other untested dimmers

Tested & Recomended Dimmers:

TRKTRI01
(Black)

TRKTRI02
(White)

Rear Switch
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sales@clalighting.co.nz
Tel: +64 9 427 6133    |    Fax: +64 9 427 6134   

Additional 600 lens is 
included in the package


